§3594.4

pillar, if the water level beyond the pil-
lar is below the operator’s/lessee’s adja-
cent operations, and if no other haz-
ards exist, the operator/lessee shall, on
the written order of the authorized of-
ficer, mine out and remove all avail-
able ore in such boundary pillar, both
in the lands covered by the lease and in
the adjoining premises, when the au-
thorized officer determines that such
ore can be mined without undue hard-
ship to the operator/lessee.

(b) If the mining rights in adjoining
premises are privately owned or con-
trolled, an agreement may be made
with the owners of such interests for
the extraction of the ore in the bound-
ary pillars.

(¢) Narrow strips of ore between
leased lands and the outcrop on other
lands subject to the regulations in this
part and small blocks of ore adjacent
to leased lands that would otherwise be
isolated or lost may be mined under
the provisions of paragraphs (a) and (b)
of this section.

§3594.4 Development on leased lands
through adjoining mines as part of
a mining unit.

An operator/lessee may mine a leased
tract from an adjoining underground
mine on lands privately owned or con-
trolled or from adjacent leased lands,
under the following conditions:

(a) The only connections between the
mine on lands privately owned or con-
trolled and the mine on leased lands
shall be the main haulageways, the
ventilationways and the escapeways.
Substantial concrete frames and fire-
proof doors that can be closed in an
emergency and opened from either side
shall be installed in each such connec-
tion. Other connections through the
boundary pillars shall not be made
until both mines are about to be ex-
hausted and abandoned. The authorized
officer may waive any of the require-
ments of this paragraph when it is de-
termined such waiver will not conflict
with the regulations in 30 CFR part 57
and will promote maximum recovery of
the ore.

(b) Free access for inspection of said
connecting mine on lands privately
owned or controlled shall be given at
any reasonable time to the authorized
officer.
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(c) If an operator/lessee is operating
on a lease through a mine on lands pri-
vately owned or controlled does not
maintain the mine access in accord-
ance with the safety regulations, oper-
ations on the leased lands may be
stopped by order of the authorized offi-
cer.

§3594.5 Minerals soluble in water;
brines; minerals taken in solution.

(a) In mining or prospecting deposits
of sodium, potassium or other minerals
soluble in water, all wells, shafts,
prospecting holes and other openings
shall be adequately protected with ce-
ment or other suitable materials
against the coursing or entrance of
water. The operator/lessee shall, when
ordered by the authorized officer, back-
fill with rock or other suitable mate-
rial to protect the roof from breakage
when there is a danger of the entrance
of water.

(b) On leased, license or permit lands
containing brines, due precaution shall
be exercised to prevent the deposit
from becoming diluted or contami-
nated by the mixture of water or value-
less solution.

() Where minerals are taken from
the earth in solution, such extraction
shall not be within 500 feet of the
boundary line of lands contained in the
approved mine plan without the writ-
ten permission of the authorized offi-
cer.

(d) Any agreement necessary for allo-
cation of brine production shall be
made a part of the mine plan.

Subpart 3595—Protection Against
Mining Hazards

§3595.1 Surface openings.

(a) The operator/lessee shall substan-
tially fill in, fence, protect or close all
surface openings, subsidence holes, sur-
face excavations or workings which are
a hazard to people or animals. Such
protective measures shall be main-
tained in a secure condition during the
term of the lease, license or permit.
Before abandonment of operations, all
openings, including water discharge
points, shall be closed to the satisfac-
tion of the authorized officer.
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